The DigiPower Exl series On-line UPS is an advanced true double conversion
On-line Topology, The Exl Isolated gate Bipolar Transistors (IGBT) for
true isolation from AC input.

Ideal for Data Centers in network and Industrial applications.
Features scalable battery packs for those critical business systems
that require long run times.

With the Exl wide in-put voltage range and near zero tolerance o
on frequency and voltage variance on the put-put the Castle &
__ series is perfect for the most demanding and delicate of applications.
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__Sine-wave nutput

True sine-wave output with less than 3% THD
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Double Eanversmn Deslgn-
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UPS Mnmturlng Software: - —

Powerful true RS232 communication via the enclos 2d software to manage
. and safﬁly shutdnx.rn operating systems. ' '
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Network RJ45/11 protection:

Cnmplata puwarful network and phone line surge protection.
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AC Surge Suppressor: 5 - &

Puwerful multi-stage surge com pnna nts that em:aad IEEE raquurements
e I{'-' 1,.ﬁlvu;,,'i-r . s .

' SNMP Siot Option:
Allows for remote monitoring and cnntml via www.
y & e & &3 ma‘,—;".'u . 'p‘:
: E‘ il - - -
_Sleep Mode: & &> L Py
Worry free battery managemem The unit turns itseh‘ off after ten seconds

to conserve batl&r_',r power when no power needs are detected Eﬂﬁu
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Battery level indicators: A ’9" q‘ﬁ’t g@"

LED"s indicate battery levels. tﬁﬂ' ':F'& ‘Eﬁ"
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Load Sensing: ~ x”

The incorporated LED load mdmaturs alluw IT prufEsslunals to managa'

backup time and balance power Inads e : a‘ﬂ‘* _ u*“ :
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an Battery indicators: XK i o

The low battery level indicator will warn of emlnent LIFS shutdnwn twu

full minutes before unit shutsdown. -
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29-E, Mazanine Floor, Khyaban-e-Jami, D.H.A., Phase ll Ext., Karachi.
Phone : 021-5896272, Fax : 921+5339259
Email : info@digitecsystems.com, URL : www.digitecsystems.com






